old assignment

New pairings to redo: Old pairings, OK to leave as they are:
Feedback A 37 LED 1 42
feedback A ret 21 36 FEGND 43
Feedback B 2 Qo Bias 11
feedback B ret 18 1 FEGND 10
Feedback C 41 Qo Feedback 30
feedback C ret 25 40 Feedback Qo ret 29
Feedback D 22 Qi Bias 15
feedback D ret 6 5 FEGND 14
SQUID A bias 4 Qi Feedback 50
SQUID A ret 20 21 Feedback Qi ret 33
SQUID B bias 19 FET Heater+ 45
SQUID B ret 34 18 FEGND 44
Squid C bias 8 FET Tsense+ 49
SQUID C ret 24 9 FEGND 48
Squid D bias 23 Qo Source 27
SQUID D ret 39 24 Source Qo ret 28
QET bias A 3 Qi Source 31
QET A ret 1 20 Source Qi ret 32
QET bias B 35 Qo Drain 12
QET B ret 47 34 Drain Qo ret 13
QET bias C 7 Qi Drain 16
QET C ret 5 6 Drain Qi ret 17
QET bias D 38
QET D ret 40 39 order of pull
and replace wire color
LED 2 26 9 brown
FEGND 36 25 24 / brown
39 / yellow
FET Heater- 46 40 / white
FEGND 9 45 25 / red
36 white
All of the signal names with "ret" in them are called "FEGND" on the FEB schematic. 21 g green
20 white
Instructions for reorganization of returns: 1 ? black
1. pull the first wire out, ex 9 18 / red
2. pull the second wire out, ex 24 34 / green
3. Insert the first wire into the second location 47 yellow
ex wire from 9 goes into pin 24
4. Continue sequence of pull and place.
5. Last wire, 47 goes into first hole vacated, 9 5 black
6. Wires in pins 5 and 6 are swapped. 6 black



